W-156 BRIXTON LATCH - SEE DETAIL VII

CEILING PANEL

W-158 DOOR SEAL , ATTACH
TO JAMB @ DOOR MATING
SURFACES

W-149 DOOR HANDLE
- 2 PER DOCR @ MIDPOINT
1.5x1.5x84 SIDE )
JAMB W/HINGES
36x83 DOUBLE DOOR

2x1x83 CENTER DOOR ANGLE ON DOOR
OPPOSITE FROM LATCH

DETAIL XIII - IPB-1000 DOUBLE DOORS

NOTES
- ASSEMBLE DOOR AND LATCH WITH TEK SCREWS.

ATTACH LATCH TO DOOR WITH TEK SCREWS

TENSION
ADJUSTMENT

DOOR

ATTACH LATCH KEEPER TO CEILING
PANEL W/TEK SCREWS

CEILING
PANEL

DETAIL XIV
BRIXTON LATCH INSTALLATION

Greensboro, NC 27405
Ph - 1-800-451-2425

- ADJUST LOCATION OF LATCH AS NEEDED FOR SMOOTH OPERATION. P GENERAL INSTRUCTIONS
- IF LATCH MUST BE MOVED OUTWARD FROM THE BRACKET, SHIMS MAY BE USED title
AND 1/4 BOLTS USED FOR MOUNTING. part no DOOR DETAILS XIII & XIV
- ADJUST TENSION IN THE LATCH USING THE TENSION SCREW AS NEEDED FOR SMOOTH OPERATION. orderno Yy \¥
- APPLY THIN FILM OF GREASE IF NEEDED FOR SMOOTH OPERATION.
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